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Comfortable 17.3“  
HDCP compliant Monitor

coated protective glass

stepless
adjustable

Multitouch overlay - optional

decorative black frame

A design first & fully customisable. 
Compact & easy to bring into room design.

MADE IN GERMANY. 
More than 15 years know-how in monitor-design.

Warranty 2 years mechanics,  
2 years electric and electronic, 
10 years spare part availability.

Sleek. Silent. Svelte.  
Handcrafted & tested to ensure the highest standards. 
Reliable partner with solid repeat business across diverse client 
fields. Global references and project experiences.
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GENERAL SPECIFICATIONS 
Functionality 

Motor & Mechanics 

Material 

Display

Dimensions 

Weight 

Elevated Height 

Monitor 

Brightness 

Contrast Ratio

Resolution 

Pixel size 

Viewing Angle 

Viewing Area 

 Motorised foldable Monitor

Single Touch electronic Anti Clamp 
Protection 
Black Mounting Frame

 12 V Step Motor with simultaneous 
drive for multiple movements. 
Maintenance Free 
Virtually Silent – 40 dB

 Frame - Aluminium silver anodized
Trim - Black Plexiglass decorative inlay 
Chassis  - Black Coated steel and black 
anodized aluminium

3 mm  Antireflective coated 
protective glass

495 x 400 x 86 mm

12.0 kg

290 mm 

 Full HD 17.3” LED Backlit TFT 
HDCP Compatible 
Active Matrix 
Widescreen Format

400 cd/m2

600:1

1920 x 1080 – Full HD (16:9)

0.1989 x 0.1989 mm

Horizontal 160° / Vertical - 140°

381,888(H) x 214,812(V)

LED Lifespan Up to 50,000 hrs

Video Interface 

Remote Control 

 HDMI 

 -

Power Consumption  15 W

Certifications 

Warranty 

CE, FCC

2 Years Mechanical / 2 Years Optical 
Extendable at inception with surcharge 
E&OE
Sustainable materials and manufacturing

SCOPE OF SUPPLY 
External Power Supply 
Power Cord – 1.5  m 
Output: 12V, 5A 
Input: 100 - 240V, 50/60Hz, 1,5A
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VERSIS-220-4
Einbauzeichnung

A-4

ELEMENT ONE GmbH
Englerstr. 24
76275 Ettlingen
Tel: 07243/5050-50
Fax: 07243/5050-59

Toleranzen:
Soweit nicht anders 
angegeben +/- 0,50 mm
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